
Salinas,  CA 

Accessory Dwelling Unit  

DIRECTORY

BUILDING INFORMATION

VICINITY MAPZONING INFORMATION

SHEET INDEX

exterior wall material:
X SELECTION(S)

EXTERIOR WALL COLOR OF PRINCIPAL DWELLING UNIT___________________________
(EXTERIOR WALL COLOR OF ADU IS TO MATCH PRINCIPAL DWELLING UNIT)

STUCCO / COLOR___________________________________

STONE VENEER / COLOR_____________________________

FIBER CEMENT - SIDING / COLOR______________________

WOOD SIDING  / COLOR______________________________

OTHER ____________________________________________

fire rated details:
X SELECTION

ROOF EAVE  DETAIL 1,2,3,5,6,7/ A5.2

WALL FINISH DETAIL  9B,12B,15B/ A5.1

FIRE RATED DETAILS ABOVE ARE TO BE USED WHEN WALLS AND ROOF EAVES ARE LESS
THAN 5 FT FROM PROPERTY LINE IN AN UNSPRINKLERED BUILDING OR LESS THAN 3 FT
FROM PROPERTY LINE IN SPRINKLERED BUILDINGS PER TABLE R302.1(1) & R302.1(2).
FIRE RATED DETAILS ABOVE ARE ALSO TO BE USED WHEN THE ADU IS LESS THAN 10 FT
FROM THE MAIN DWELLING UNIT IN AN UNSPRINKLERED BUILDING OR LESS THAN 6 FT
FROM THE MAIN DWELLING UNIT IN A SPRINKLERED BUILDING.

REQUIRED SUPPLEMENTAL INFORMATION - TO BE COMPLETED BY OWNER

LEGAL DESCRIPTION APN

PROJECT DESCRIPTION

roof material:
X SELECTION

ROOF COLOR OF PRINCIPAL DWELLING UNIT __________________________________
(ROOF COLOR OF ADU IS TO MATCH PRINCIPAL DWELLING UNIT)

TRIM COLOR OF PRINCIPAL DWELLING _______________________________________
(TRIM COLOR OF ADU TO MATCH PRINCIPAL DWELLING UNIT TRIM)

CONCRETE TILE ROOF - EAGLE ROOF PRODUCTS INC. - IAMPO UES-ER 1900
MINIMUM 2-1/2:12 ROOF SLOPE.
COLOR OF CONCRETE TILE ROOF___________________________________________

ARCHITECTURAL GRADE SHINGLE - CERTAINTEED - ICC-ES-ESR-1389 & ESR-3537
MINIMUM 2:12 ROOF SLOPE.
COLOR OF ARCHITECTURAL GRADE SHINGLES________________________________

WOOD SHAKE - ICC ESR 2867 - MINIMUM 4:12 ROOF SLOPE.
COLOR OF WOOD SHAKE ROOF________________________________

OTHER ROOF MATERIAL / COLOR / ICC / UL: __________________________________________

GAS PIPE ISOMETRIC DIAGRAM

CONTACT LOCAL UTILITY COMPANIES REGARDING GAS AND ELECTRIC SERVICES TO
THIS DETACHED ADU. SEE EXAMPLE SITE PLAN, SHEET AS.2, FOR MORE INFORMATION

exterior style selection:
X SELECTION - SEE SHEET T1.2 FOR EXTERIOR RENDERING

CRAFTSMAN

MIDCENTURY

RANCH

SPANISH

additional plan information
provided by owner:

X COMPLETED

TITLE SHEET (T1.1) INFORMATION FILLED OUT

SITE PLAN SHEET (AS.2) PROVIDED IN PLAN SET FOR CITY REVIEW

UPDATED TITLE 24 ENERGY CALCULATION  REPORT WITH CORRECT NAME, ADDRESS,
AND EXACT ORIENTATION FOR SITE SPECIFIC CONDITIONS. OWNER MAY CONTACT
THE ENTITY WHO PREPARED THE ORIGINAL REPORT (SHOWN ON T24.1) TO OBTAIN
UPDATES TO THE REPORT.

CONSTRUCTION AND DEMOLITION FORM

sewer waste water information:
X SELECTION

ADU TO HAVE NEW CONNECTION TO CITY SEWER MAIN

ADU TO CONNECT TO EXISTING RESIDENCE SEWER LATERAL
*IF EXISTING HOUSE HAS FOUR OR MORE TOILETS WITH AN EXISTING 3 INCH SEWER DRAIN,
A SEPARATE CONNECTION TO THE CITY SEWER MAIN IS REQUIRED FOR THE NEW ADU.
REFER TO CURRENT CPC SECTION 703.2 FOR PIPE SIZING REQUIREMENTS

DISTANCE TO CONNECTION_______________________

gas service information:
X SELECTION

UPGRADED SERVICE

EXISTING SERVICE TO REMAIN

NEW SERVICE

SIZE OF EXISTING SERVICE______________    SIZE OF NEW SERVICE______________________

roof framing:
X SELECTION

ROOF FRAMING PER PLAN

ROOF TRUSSES - IN LIEU OF ROOF DETAILS PROVIDED ON THESE PLANS. HOMEOWNER IS
TO CONTRACT WITH AN INDEPENDENT TRUSS COMPANY AND SUBMIT TRUSS
CALCULATIONS TO THE CITY OF SALINAS FOR APPROVAL. INDICATE ON DEFERRED
SUBMITTAL CHECKLIST ABOVE IF TRUSS PACKAGE WILL BE PROVIDED AS A DEFERRED
SUBMITTAL

electrical service information:
X SELECTION

UPGRADED SERVICE

EXISTING SERVICE TO REMAIN

NEW SERVICE

SIZE OF EXISTING SERVICE______________    SIZE OF NEW SERVICE______________________

fire sprinkler information:
X SELECTION

EXISTING RESIDENCE CURRENTLY HAS FIRE SPRINKLERS

EXISTING RESIDENCE DOES NOT CURRENTLY HAVE FIRE SPRINKLERS

NEW ADU IS REQUIRED TO HAVE FIRE SPRINKLERS IF THE EXISTING RESIDENCE HAS FIRE
SPRINKLERS

window and trim color:
X SELECTION

WINDOW COLOR OF PRINCIPAL DWELLING  UNIT____________________________________
(WINDOW COLOR SELECTION BELOW FOR THE ADU IS TO MATCH PRINCIPAL DWELLING
UNIT WINDOW COLOR)

WHITE

TAN

DARK BRONZE

OTHER WINDOW COLOR____________________________________________

SPECIFICATIONS FOR EQUIPMENT SHALL BE KEPT
ON SITE TO PROVIDE TO THE CITY OF SALINAS

BUILDING INSPECTOR

HERS NOTES

deferred submittals under
separate permit to be obtained
by owner:

X TO BE COMPLETED

FIRE SPRINKLERS (WHEN REQUIRED)

TRUSS CALCULATIONS (WHEN REQUIRED)

PHOTOVOLTAIC SYSTEM - THE PV SYSTEM MUST BE INSTALLED, OPERATIONAL AND FINAL
PRIOR TO FINAL BUILDING INSPECTION AND APPROVAL FOR THE ADU.

APPLICANT AGREEMENT

site / soils / foundation information
YES NO PLEASE CHECK THE BOX THAT APPLIES TO YOUR PROJECT SITE

IS THE PROJECT SITE FLAT?

DOES THE PROJECT ABUT SEVERE ASCENDING OR DESCENDING SLOPES EXCEEDING 35%?

DOES THE PROJECT INCLUDE RETAINING WALLS?

DOES THE SITE CONTAIN ANY KNOWN GEOTECHNICAL HAZARDS?

DOES THE EXISTING DWELLING ON THE SITE HAVE A CONVENTIONAL FOUNDATION?

DOES THE EXISTING DWELLING FOUNDATION SHOW ANY SIGNS OF DISTRESS?

ITEMS CHECKED IN SHADED BOXES ABOVE REQUIRE ADDITIONAL
INFORMATION TO ENSURE CODE COMPLIANCE

–

–

–

–
–
–
–
–
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BY USING THESE PERMIT READY CONSTRUCTION
DOCUMENTS, THE RECIPIENT IS ACKNOWLEDGING
ACCEPTANCE OF THE FOLLOWING CONDITIONS.
1. THE USE OF THIS INFORMATION IS RESTRICTED
TO THE ORIGINAL PROJECT FOR WHICH IT WAS
PREPARED FOR THE PERMIT READY ADU PROGRAM
FOR THE CITY OF SALINAS. THIS DOES NOT
ELIMINATE OR REDUCE THE RECIPIENT’S
RESPONSIBILITY TO VERIFY ANY AND ALL
INFORMATION RELEVANT TO THE RECIPIENT’S
WORK AND RESPONSIBILITY ON THIS PROJECT.
DESIGN PATH STUDIO SHALL NOT BE RESPONSIBLE
FOR TRANSLATION ERRORS.
2. THE RECIPIENT RECOGNIZES AND
ACKNOWLEDGES THAT THE USE OF THIS
INFORMATION WILL BE AT THEIR SOLE RISK AND
WITHOUT ANY LIABILITY OR LEGAL EXPOSURE TO
DESIGN PATH STUDIO. NO WARRANTIES OF ANY
NATURE, WHETHER EXPRESSED OR IMPLIED,
SHALL ATTACH TO THESE DOCUMENTS AND THE
INFORMATION CONTAINED THEREON. ANY USE,
REUSE, OR ALTERATION OF THESE DOCUMENTS BY
THE RECIPIENT OR BY OTHERS WILL BE AT THE
RECIPIENT’S RISK AND FULL LEGAL
RESPONSIBILITY. FURTHERMORE, THE RECIPIENT
WILL, TO THE FULLEST EXTENT PERMITTED BY LAW,
INDEMNIFY AND HOLD DESIGN PATH STUDIO
HARMLESS FROM ANY AND ALL CLAIMS, SUITS,
LIABILITY, DEMANDS, JUDGMENTS, OR COSTS
ARISING OUT OF OR RESULTING THERE FROM ON
ACCOUNT OF ANY INJURY, DEATH, DAMAGE OR
LOSS TO PERSONS OR PROPERTY.
3. THE DESIGNS REPRESENTED BY THESE PLANS
ARE COPYRIGHTED AND ARE SUBJECT TO
COPYRIGHT PROTECTION.
IF THE RECIPIENT DOES NOT AGREE WITH THE
ABOVE CONDITIONS, DO NOT PROCEED BEYOND
THIS DISCLAIMER.

Plan 2A - 749 s.f.

Title Sheet
Plan 2A

T1.1FOR USE IN
 THE CITY OF SALINAS



T1.2

Exterior
Style
Options
Plan 2A
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BY USING THESE PERMIT READY CONSTRUCTION
DOCUMENTS, THE RECIPIENT IS ACKNOWLEDGING
ACCEPTANCE OF THE FOLLOWING CONDITIONS.
1. THE USE OF THIS INFORMATION IS RESTRICTED
TO THE ORIGINAL PROJECT FOR WHICH IT WAS
PREPARED FOR THE PERMIT READY ADU PROGRAM
FOR THE CITY OF SALINAS. THIS DOES NOT
ELIMINATE OR REDUCE THE RECIPIENT’S
RESPONSIBILITY TO VERIFY ANY AND ALL
INFORMATION RELEVANT TO THE RECIPIENT’S
WORK AND RESPONSIBILITY ON THIS PROJECT.
DESIGN PATH STUDIO SHALL NOT BE RESPONSIBLE
FOR TRANSLATION ERRORS.
2. THE RECIPIENT RECOGNIZES AND
ACKNOWLEDGES THAT THE USE OF THIS
INFORMATION WILL BE AT THEIR SOLE RISK AND
WITHOUT ANY LIABILITY OR LEGAL EXPOSURE TO
DESIGN PATH STUDIO. NO WARRANTIES OF ANY
NATURE, WHETHER EXPRESSED OR IMPLIED,
SHALL ATTACH TO THESE DOCUMENTS AND THE
INFORMATION CONTAINED THEREON. ANY USE,
REUSE, OR ALTERATION OF THESE DOCUMENTS BY
THE RECIPIENT OR BY OTHERS WILL BE AT THE
RECIPIENT’S RISK AND FULL LEGAL
RESPONSIBILITY. FURTHERMORE, THE RECIPIENT
WILL, TO THE FULLEST EXTENT PERMITTED BY LAW,
INDEMNIFY AND HOLD DESIGN PATH STUDIO
HARMLESS FROM ANY AND ALL CLAIMS, SUITS,
LIABILITY, DEMANDS, JUDGMENTS, OR COSTS
ARISING OUT OF OR RESULTING THERE FROM ON
ACCOUNT OF ANY INJURY, DEATH, DAMAGE OR
LOSS TO PERSONS OR PROPERTY.
3. THE DESIGNS REPRESENTED BY THESE PLANS
ARE COPYRIGHTED AND ARE SUBJECT TO
COPYRIGHT PROTECTION.
IF THE RECIPIENT DOES NOT AGREE WITH THE
ABOVE CONDITIONS, DO NOT PROCEED BEYOND
THIS DISCLAIMER.

2 Bedroom -Ranch view #1 2 Bedroom -Spanish view #12 Bedroom -Craftsman view #1

view #2 view #2view #2

view #3 view #3view #3

2 Bedroom -Spanish2 Bedroom -Craftsman

2 Bedroom -Spanish2 Bedroom -Craftsman

2 Bedroom -Ranch

2 Bedroom -Ranch

2 Bedroom -Midcentury view #1

view #2

view #3

2 Bedroom -Midcentury

2 Bedroom -Midcentury

Craftsman Midcentury Ranch Spanish

FOR USE IN
 THE CITY OF SALINAS
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BY USING THESE PERMIT READY CONSTRUCTION
DOCUMENTS, THE RECIPIENT IS ACKNOWLEDGING
ACCEPTANCE OF THE FOLLOWING CONDITIONS.
1. THE USE OF THIS INFORMATION IS RESTRICTED
TO THE ORIGINAL PROJECT FOR WHICH IT WAS
PREPARED FOR THE PERMIT READY ADU PROGRAM
FOR THE CITY OF SALINAS. THIS DOES NOT
ELIMINATE OR REDUCE THE RECIPIENT’S
RESPONSIBILITY TO VERIFY ANY AND ALL
INFORMATION RELEVANT TO THE RECIPIENT’S
WORK AND RESPONSIBILITY ON THIS PROJECT.
DESIGN PATH STUDIO SHALL NOT BE RESPONSIBLE
FOR TRANSLATION ERRORS.
2. THE RECIPIENT RECOGNIZES AND
ACKNOWLEDGES THAT THE USE OF THIS
INFORMATION WILL BE AT THEIR SOLE RISK AND
WITHOUT ANY LIABILITY OR LEGAL EXPOSURE TO
DESIGN PATH STUDIO. NO WARRANTIES OF ANY
NATURE, WHETHER EXPRESSED OR IMPLIED,
SHALL ATTACH TO THESE DOCUMENTS AND THE
INFORMATION CONTAINED THEREON. ANY USE,
REUSE, OR ALTERATION OF THESE DOCUMENTS BY
THE RECIPIENT OR BY OTHERS WILL BE AT THE
RECIPIENT’S RISK AND FULL LEGAL
RESPONSIBILITY. FURTHERMORE, THE RECIPIENT
WILL, TO THE FULLEST EXTENT PERMITTED BY LAW,
INDEMNIFY AND HOLD DESIGN PATH STUDIO
HARMLESS FROM ANY AND ALL CLAIMS, SUITS,
LIABILITY, DEMANDS, JUDGMENTS, OR COSTS
ARISING OUT OF OR RESULTING THERE FROM ON
ACCOUNT OF ANY INJURY, DEATH, DAMAGE OR
LOSS TO PERSONS OR PROPERTY.
3. THE DESIGNS REPRESENTED BY THESE PLANS
ARE COPYRIGHTED AND ARE SUBJECT TO
COPYRIGHT PROTECTION.
IF THE RECIPIENT DOES NOT AGREE WITH THE
ABOVE CONDITIONS, DO NOT PROCEED BEYOND
THIS DISCLAIMER.

AS.1

Site & BMP
Information

BMP NOTES

831-758-7251

CONSTRUCTION

SEDIMENT FROM EXCAVATION AND OTHER CONSTRUCTION
PROJECTS IS THE MOST COMMON POLLUTANT WASHED FROM
WORK SITES. SEDIMENT ENTERING THE WATERWAYS
THROUGH STORM DRAINS HARMS AQUATIC LIFE AND
DISRUPTS THE FOOD CHAIN UPON WHICH BOTH FISH AND
PEOPLE DEPEND.
EROSION CONTROL GENERAL PRACTICES

• KEEP ALL CONSTRUCTION DEBRIS AWAY FROM THE STREET,
GUTTER AND STORM DRAIN. LOOK FOR AND CLEAN UP
MATERIAL THAT MAY HAVE TRAVELED AWAY FROM YOUR
PROPERTY.

• KEEP MATERIALS OUT OF THE RAIN BY STORING THEM
INDOORS OR OUTDOORS WITH A SECURE ROOF OR PLASTIC
SHEETING.

• SCHEDULE GRADING AND EXCAVATION PROJECTS FOR DRY
WEATHER.

• COVER EXCAVATED MATERIAL AND STOCKPILES OF
ASPHALT AND SAND WITH PLASTIC TARPS.

• PREVENT EROSION BY PLANTING FAST-GROWING ANNUAL
AND PERENNIAL GRASSES. THESE WILL SHIELD AND BIND
SOIL.

RECYCLING & HAZARDOUS WASTE DISPOSAL:
SUN STREET TRANSFER STATION
SALINAS VALLEY SOLID WASTE AUTHORITY
(831) 424-5520
139 SUN STREET
SALINAS, 93901

TO REPORT A SPILL, ILLEGAL DUMPING OR A CLOGGED
STORM DRAIN CALL:
(831) 758-7233
CITY OF SALINAS
DEPARTMENT OF PUBLIC WORKS
MAINTENANCE DIVISION

FOR MORE INFORMATION ABOUT STORM DRAIN PROTECTION
CALL: (831) 758-7233

WATER POLLUTION
PREVENTION

ONLY “RAIN” IS ALLOWED IN OUR STORM DRAIN SYSTEM.
RAIN, INDUSTRIAL AND HOUSEHOLD WATER MIXED WITH
URBAN POLLUTANTS CREATES STORMWATER POLLUTION.
THE POLLUTANTS INCLUDE:

URBAN RUNOFF POLLUTION (OIL AND OTHER AUTOMOTIVE
FLUIDS, PAINT AND CONSTRUCTION DEBRIS, YARD AND PET
WASTES, PESTICIDES AND LITTER).

• FLOWS THROUGH THE STORM DRAIN TO THE SALINAS RIVER
AND THE RECLAMATION DITCH THAT TAKES WATER AND
DEBRIS STRAIGHT FROM SALINAS STREETS TO THE
MONTEREY BAY MARINE SANCTUARY.

• CONTAMINATES OUR RIVERS AND DITCHES, HARMS
AQUATIC LIFE AND INCREASES THE RISK OF FLOODING BY
CLOGGING GUTTERS AND CATCH BASINS.

• OIL AND GREASE, FOR EXAMPLE, CLOG FISH GILLS AND
BLOCK OXYGEN FROM ENTERING THE WATER. IF OXYGEN
LEVELS IN THE WATER BECOME TOO LOW, AQUATIC ANIMALS
MAY BE HARMED AND/OR DIE.

HOUSEHOLD HAZARDOUS
WASTE DISPOSAL

• HOUSEHOLD TOXICS—SUCH AS COMMON HOUSEHOLD
CLEANERS, PAINT PRODUCTS AND MOTOR OIL—CAN POLLUTE
OUR RIVERS AND POISON THE GROUNDWATER IF NOT
DISPOSED OF AS HAZARDOUS WASTE.

• TAKE YOUR HOUSEHOLD CHEMICALS AND TOXICS TO THE
LOCAL HOUSEHOLD HAZARDOUS WASTE FACILITY.

CONCRETE & MASONRY

FRESH CONCRETE AND MORTAR APPLICATION MATERIALS CAN
WASH DOWN OR BLOW INTO THE STREET, GUTTER OR STORM
DRAIN.

• DO NOT MIX UP MORE FRESH CONCRETE OR CEMENT THAN
YOU WILL USE.

• STORE BAGS OF CEMENT AND PLASTER UNDER COVER.
PROTECT THESE MATERIALS FROM RAINFALL, RUNOFF AND
WIND, AWAY FROM GUTTERS AND STORM DRAINS.

• NEVER DISPOSE OF CEMENT WASHOUT OR CONCRETE DUST
ONTO DRIVEWAYS, STREETS, GUTTERS OR STORM DRAINS.

PAINTING

PAINTS AND SOLVENTS CONTAIN CHEMICALS THAT ARE
HARMFUL TO AQUATIC LIFE. TOXIC CHEMICALS CAN COME
FROM LIQUID OR SOLID PRODUCTS OR FROM CLEANING
RESIDUES ON RAGS. IT IS ESPECIALLY IMPORTANT TO
PREVENT THESE CHEMICALS FROM ENTERING STORM DRAINS.

PAINT CLEANUP

• NEVER CLEAN BRUSHES OR RINSE PAINT CONTAINERS INTO
A STREET, GUTTER OR STORM DRAIN.

• FOR OIL-BASED PAINTS, PAINT OUT BRUSHES TO THE
EXTENT POSSIBLE. CLEAN WITH THINNER AND THEN FILTER
AND REUSE THINNER.

• FOR WATER-BASED PAINTS, PAINT OUT BRUSHES TO THE
EXTENT POSSIBLE, THEN RINSE IN THE SINK.

• WHEN THOROUGHLY DRY, USED BRUSHES, EMPTY PAINT
CANS (LIDS OFF), RAGS AND DROP CLOTHS MAY BE DISPOSED
OF AS TRASH.

PAINT REMOVAL

• CHEMICAL PAINT STRIPPING RESIDUE, INCLUDING
SATURATED RAGS, IS A HAZARDOUS WASTE AND SHOULD BE
TAKEN TO A HOUSEHOLD HAZARDOUS WASTE COLLECTION
EVENT.

• CHIPS AND DUST FROM MARINE PAINTS OR PAINTS
CONTAINING LEAD OR TRIBUTYL TIN ARE ALSO HAZARDOUS
WASTES. SWEEP THEM UP AND SAVE THEM FOR A
HAZARDOUS WASTE COLLECTION EVENT.

PAINT RECYCLING

• REUSE LEFTOVER PAINT FOR TOUCH-UPS OR RECYCLE IT AT
A LOCAL HOUSEHOLD HAZARDOUS WASTE COLLECTION
EVENT.

LANDSCAPING &
GARDENING

• INTENSIVE GARDENING AND LANDSCAPING INCREASE THE
LIKELIHOOD THAT GARDEN CHEMICALS AND SOIL WILL WASH
INTO STORM DRAINS. PESTICIDES AND HERBICIDES NOT
ONLY KILL GARDEN INVADERS, THEY ALSO HARM INSECTS,
POISON FISH AND CONTAMINATE GROUND AND RIVER
WATER.

• USE ORGANIC OR NON-TOXIC FERTILIZERS AND
PESTICIDES. DO NOT FERTILIZE OR USE GUTTERS OR STORM
DRAINS.

• STORE PESTICIDES, FERTILIZERS AND CHEMICALS IN A
COVERED AREA TO PREVENT RUNOFF.

• DO NOT BLOW, SWEEP, HOSE OR RAKE LEAVES INTO THE
STREET, GUTTER OR STORM DRAIN.

• PLACE CLIPPINGS AND PRUNING WASTE IN APPROVED
CONTAINERS FOR PICK UP.

• CONSERVE WATER BY USING DRIP IRRIGATION, SOAKER
HOSES OR MICRO-SPRAY SYSTEMS.

GENERAL NOTES
1. SEE BUILDING PLANS  FOR ALL OTHER DIMENSIONS

AND NOTES NOT SHOWN.
2. SEE BUILDING PLANS AND SCHEDULES FOR ALL

EXTERIOR DOOR AND WINDOW REFERENCES AND
LOCATIONS.

3. YARD SETBACKS ARE TO BE MEASURED FROM THE
EXTERIOR WALL FINISH TO THE PROPERTY LINE AND
NOT FROM THE OUTSIDE OF THE FOOTING (OR FACE
OF STUDS).  THE PLANS MUST BE DESIGNED WITH
THE WALL FINISH THICKNESS (I.E. 7/8" STUCCO, ETC.)
ADDED TO THE PLAN FOR THE SETBACK
MEASUREMENT.  THE FIELD INSPECTOR WILL ADD
THE PLANNED WALL FINISH THICKNESS TO THE
FOUNDATION SETBACK.

4. NEW ELECTRIC SERVICE IS TO BE LOCATED - POOLS,
SPAS, WALLS, FENCES, PATIO COVERS AND OTHER
FREESTANDING STRUCTURES REQUIRE SEPARATE
REVIEWS AND PERMITS

5. LANDSCAPE AND IRRIGATION WATER USE SHALL
HAVE WEATHER OR SOIL BASED CONTROLLERS

6. NOT USED

NORTH ARROW, PROPERTY LINES,
EASEMENTS,STREETS, EXISTING AND PROPOSED
BUILDINGS, AND STRUCTURES, LOCATION OF YARDS
USED FOR ALLOWABLE INCREASE OF BUILDING AREA,
DIMENSIONED SETBACKS, MINIMUM SEPARATION 
FROM EXISTING STRUCTURES AND FUEL 
MODIFICATION ZONES PER UNIFORM 
ADMINISTRATIVE CODE SECTION 302.

9.    IF A GRADING PLAN IS REQUIRED, INCORPORATE THE
ENTIRE APPROVED GRADING PLAN/IMPROVEMENT 
PLAN (ALL SHEETS) WITH THE BUILDING PLANS.

10.   PROJECTIONS, INCLUDING EAVES, MUST BE AT 
LEAST 24" FROM PROPERTY LINES.

11.   NEW RESIDENTIAL DEVELOPMENTS WITH AGGREGATE
LANDSCAPE AREA EQUAL TO OR GREATER THAN 500 SQ
FT SHALL COMPLY WITH THE MODERN WATER
EFFICIENT LANDSCAPE ORDINANCE.

12. ANNULAR SPACES AROUND PIPES, ELECTRIC CABLES,
CONDUITS OR OTHER OPENINGS IN PLATES AT
EXTERIOR WALLS SHALL BE PROTECTED AGAINST THE
PASSAGE OF RODENTS BY CLOSING SUCH WITH
CEMENT MORTAR, CONCRETE MASONRY OR SIMILAR
METHOD ACCEPTABLE TO THE ENFORCING AGENCY.

4. SHORING IS TO BE PROVIDE AS REQUIRED
5. EARTH WORK
a.  REMOVE AND RECOMPACT LOOSE TOPSOIL AND SLIGHTLY ALTER THE EXISTING
TOPOGRAPHY. ALL GRADING SHOULD BE PERFORMED IN ACCORDANCE WITH THE CITY OF
SALINAS GRADING ORDINANCE

b. THE OWNER/CONTRACTOR IS TO VERIFY THE LOCATION OF UTILITY SERVICE IN THE
AREA PRIOR TO EXCAVATION.

c. UNLESS OTHERWISE INDICATED ON THE DRAWINGS, ALL FINISH GRADES ARE TO SLOPE
AWAY FROM THE BUILDING AND EXTERIOR PAVING 1/4" PER FOOT MINIMUM FOR A MINIMUM
DISTANCE OF 5'-0''.  LOT DRAINAGE TO AVOID POOLING AT BUILDING.

3. LINES AND LEVELS
THE CONTRACTOR WILL VISIT THE SITE AND EVALUATE GRADE CONDITION. FOR BIDDING
PURPOSES, THE OWNER/CONTRACTOR WILL CALCULATE HIS OWN CUT AND FILL
QUANTITIES BASED ON THE SITE PLAN.

2. SITE CLEARING
OWNER/CONTRACTOR WILL VERIFY ALL PLANTING TO BE REMOVED PRIOR TO STARTING
WORK.

1. SITE PREPARATION
PROJECT IS TO BE STAKED OUT FOR OWNER APPROVAL BEFORE FOR EARTHWORK IS  TO
BEGIN.

DIVISION 2 - SITEWORK

7. CAL-OSHA PERMIT IS REQUIRED FOR EXCAVATIONS
DEEPER THAN 5' AND SHORING AND UNDERPINNING.

8.    A DIMENSIONED SITE PLAN DRAWN TO SCALE SHALL
BE PROVIDED SHOWING THE FOLLOWING:
FOR USE IN

 THE CITY OF SALINAS
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PROVIDE ACCESS ROUTE FROM SEWER CONNECTION TO ADU.

SITE INFORMATION CHECKLIST:

X TO BE INCLUDED ON SITE PLAN

ALL EXTERIOR SITE BOUNDARIES CORRECTLY SCALED AND DIMENSIONED

NORTH ARROW

SCALE OF PLANS, GRAPHIC AND WRITTEN

LEGEND OF SYMBOLS, LINES, ABBREVIATIONS, ETC. USED ON PLANS

SITE CONTOURS, GRADE ELEVATIONS, AND OTHER TOPOGRAPHIC FEATURES

LOCATION AND DIMENSION OF ALL DRIVEWAY, ACCESS ROADS, AND CURB CUTS

SHOW FIRE ACCESS ROADS / DRIVEWAY - MAX FIRE HOSE PULL OF 150 FT LENGTH

LOCATION AND DIMENSIONS OF ALL EASEMENTS (ELECTRIC, WATER, SEWER, ETC)

REQUIRED AND PROPOSED BUILDING SETBACKS

LOCATION OF EXISTING AND PROPOSED BUILDINGS AND STRUCTURES

DISTANCE OF ALL STRUCTURES FROM EACH OTHER AND FROM PROPERTY LINES

LOCATION AND HEIGHT OF ALL FENCES AND RETAINING WALLS

LOCATION AND SIZE OF OFF-STREET PARKING

LOCATION OF EXISTING AND PROPOSED VEGETATION

LOCATION OF EXISTING AND PROPOSED UTILITIES TO NEW ADU

LOCATION OF EXISTING AND NEW UTILITIES (SEWER LATERAL CLEANOUTS. GAS
LINES, ELECTRICAL OVERHEAD, OR UNDERGROUND CONDUCTORS.)

LOCATION OF EXISTING AND NEW METER LOCATIONS (GAS,ELECTRICAL, WATER.)

SITE PLAN SIGNED BY PREPARER.
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